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DESIGNED FOR PEOPLE WITH LIMITED 
MOVEMENT ABILITIES TO CONNECT TECHNOLOGY 

THE IDEA - Founded in 2O16. GlassOuse Assistive 

Device was born from the idea of enabling people 

with disabilities who cannot use a traditional mouse 

or keyboard. or simply their hands to use common 

devices like mobile phone. computers. or tablet.The 

creator behind the device. Mehmet Nemo Turker. 

designed the first GlassOuse for his disabled friend 

Caner Cem Marti as a wearable head mouse with an 

attached "bite click" module for the clicks. 

PROTOTYPE. INDIEGOGO. AWARD - Following the 

launch of our hugely successful 1st edition. Glas-

sOuse V1.1, released in 2O16. GlassOuse team have 

continuously designed and developed pioneering 

assistive devices like GlassOuse PRO. GlassOuse V1.4. 

G-Switches. Adaptive Toys and more to let every 

access technology more independently. 

EASY CONNECTION & USE - All GlassOuse Devices 

Device does not require long training and set up 

process can be done in minutes. which we gave 

priority to ease the use when compared to other 

examples in the head tracking devices market. 

g 
ENNOPRO GROUP - integrates industrial know-

how, research and development, business experi-

ence and high-tech trends while specializing in 

manufacturing assistive technology, special auto-

motive accessories, battery products and energy 

solutions along with dedicated customer service. 

Boosting five brands under its roof. EnnoPro Group 

runs four factories in Mainland China and one in 

Turkey and operates at its headquarters in tech hub 

Shenzhen City. Company has regional offices in 

Hong Kong. USA. & UK too. 

DESIGNED FOR PEOPLE WITH LIMITED 
MOVEMENT ABILITIES TO CONNECT TECHNOLOGY

THE IDEA – Founded in 2016, GlassOuse Assistive 

Device was born from the idea of enabling people 

with disabilities who cannot use a traditional mouse 

or keyboard, or simply their hands to use common 

devices like mobile phone, computers, or tablet.The 

creator behind the device, Mehmet Nemo Turker, 

designed the first GlassOuse for his disabled friend 

Caner Cem Marti as a wearable head mouse with an 

attached "bite click" module for the clicks. 

PROTOTYPE, INDIEGOGO, AWARD - Following the 

launch of our hugely successful 1st edition, Glas-

sOuse V1.1, released in 2016, GlassOuse team have 

continuously designed and developed pioneering 

assistive devices like GlassOuse PRO, GlassOuse V1.4,

G-Switches, Adaptive Toys and more to let every 

access technology more independently. 

EASY CONNECTION & USE – All GlassOuse Devices 

Device does not require long training and set up 

process can be done in minutes, which we gave 

priority to ease the use when compared to other 

examples in the head tracking devices market. 

ENNOPRO GROUP – integrates industrial know- 

how, research and development, business experi-

ence and high-tech trends while specializing in 

manufacturing assistive technology, special auto-

motive accessories, battery products and energy 

solutions along with dedicated customer service. 

Boosting five brands under its roof, EnnoPro Group 

runs four factories in Mainland China and one in 

Turkey and operates at its headquarters in tech hub 

Shenzhen City. Company has regional offices in 

Hong Kong, USA, & UK too. 
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GLASSOUSE PRO 

• 

GlassL 

• 

DO MORE LIKE PRO 

GlassOuse PRO is a customized wireless mouse 
enabling people with disabilities or limited mobili-
ty to operate mobile phone. computer. and 
tablets. With built in advance 9-axis gyroscope 
system within its small lightweight body. PRO 
precisely tracks use head movement with pixel 
precise accuracy. It easy to connect to device via 
Bluetooth. 
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dO mORE lIKE pro

GlassOuse PRO is a customized wireless mouse 
enabling people with disabilities or limited mobili-
ty to operate mobile phone, computer, and 
tablets. With built in advance 9-axis gyroscope 
system within its small lightweight body, PRO 
precisely tracks use head movement with pixel 
precise accuracy. It easy to connect to device via 
Bluetooth. 
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GlassOuse PRO can connect to 3 devices and 

allow users to control them simultaneously via 

assistive switch. Also, user can connect to 8 assis-

tive switches and assign different function to each 

as needed. 

IT HAS THREE MODES: 

Mouse Mode: 

Control devices with mouse cursor using head 

movements. 

Switch Mode: 

Control device without head movement, using 

device's accessibility switch scanning function 

(Apple OS and Android) and external switches. 

Joystick Mode: 

Customize gaming controller with a head mouse 

and adaptive switches. Re-enact the authentic. 

immersive gaming experience with your GlassOuse 

User can choose to different G-Wear accessories 

with GlassOuse PRO to attach it on their body. 

Using GlassOuse APP, users can assign different 

function to the connected assistive switches and 

control sensitivity for each mode. 

GET IT ON Download on the 

Google Play • App Store 
;y . 
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GlassOuse PRO can connect to 3 devices and 

allow users to control them simultaneously via 

assistive switch. Also, user can connect to 8 assis-

tive switches and assign different function to each 

as needed. 

IT HAS THREE MODES:

Mouse Mode: 
Control devices with mouse cursor using head 

movements.

Switch Mode: 
Control device without head movement, using 

device’s accessibility switch scanning function 

(Apple OS and Android) and external switches.

Joystick Mode: 
Customize gaming controller with a head mouse 

and adaptive switches. Re-enact the authentic, 

immersive gaming experience with your GlassOuse 

User can choose to different G-Wear accessories 

with GlassOuse PRO to attach it on their body.

Using GlassOuse APP, users can assign different 

function to the connected assistive switches and 

control sensitivity for each mode. 

GET IT ON
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GLASSOUSE V1.4 

a 

Glasses-19E 

GlassOuse V1.4 is the upgraded version of previous 
GlassOuse Assistive Device - A wireless head mouse 
allowing people with limiting d Esab fifties to connect and 
control smart phones, computers, tablets or smart 1V 
easily via head movement. 

GlassOuse V1.4 featuresan improved arm design for more 
flexibility and comfort for long use. GlassOuse V1.4 can 
connect to any 3.5 mmAS jack assEstive switch for 
making clicks, allowing different user groups with varying 
physical disabilities to use this device as per their needs 

Users can choose their switch from the G-Switch series to 
make clicks with their V1.4 - or they can use the device 
directly with Dwell software without any extra hardware. 

GlassOuse V1.4 Is an easy to use device with inbuilt sensi-
tivity and calibration settings 

AWARD WINNER CONCEPT: OLASSOUSE V1.4 

4 
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GlassOuse V1.4 is the upgraded version of previous 
GlassOuse Assistive Device - A wireless head mouse 
allowing people with limiting disabilities to connect and 
control smart phones, computers, tablets or smart TV 
easily via head movement.

GlassOuse V1.4 features an improved arm design for more 
flexibility and comfort for long use. GlassOuse V1.4 can 
connect to any 3.5 mm/1.8" jack assistive switch for 
making clicks, allowing different user groups with varying 
physical disabilities to use this device as per their needs. 

Users can choose their switch from the G-Switch series to 
make clicks with their V1.4 - or they can use the device 
directly with Dwell software without any extra hardware.

GlassOuse V1.4 is an easy to use device with inbuilt sensi-
tivity and calibration settings. 

5

AWARD WINNER CONCEPT: GLASSOUSE V1.4

GLASSOUSE V1.4



It can be worn like regular glass (with or without them) and 
fold it like the regular ones. With its upgraded 9-axis-gyro-
scope feature. Glass use detects the slightest head move-
ments to move the cursor on your screen. Simply connect 
your GlasseJse to your device. complete the short calibra-
tion process for 103% accu racy. art start using your gadgets 
harts-fine. 

.4r 

deg t• 

1 
GlasseJse Assh-tive Device has been recognized globally by 
manyAs:050w Technology experts a nd its users who placed 
their trust in the device. GlassO.ise has won the Blackwood 
Design Award, 2016 and GHP Z020 award in Best Restricted 
Mobility Device. IA% continue our Journey to reach out to 
every user who can benefit from it 
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It can be worn like regular glass (with or without them) and 
fold it like the regular ones. With its upgraded 9-axis-gyro-
scope feature, GlassOuse detects the slightest head move-
ments to move the cursor on your screen. Simply connect 
your GlassOuse to your device, complete the short calibra-
tion process for 100% accuracy, and start using your gadgets 
hands-free.

GlassOuse Assistive Device has been recognized globally by 
many Assistive Technology experts and its users who placed 
their trust in the device. GlassOuse has won the Blackwood 
Design Award, 2016 and GHP 2020 award in Best Restricted 
Mobility Device. We continue our journey to reach out to 
every user who can benefit from it.
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GLASSOUSE LINK 

FOR ESTRICTED HEAD MOVEMENT 

GlassOuse Link is specially designed and devel-
oped for individuals having limited or head move-
ments or can barely move their body, to control 
their phones and tablets. 

X11

For restricted head movement:

GlassOuse Link is specially designed and devel-
oped for individuals having limited or head move-
ments or can barely move their body, to control 
their phones and tablets.

GlassOuse LINK

7



GlassOuse Link acts as a switch control accesso-
ry for Switch mode that allows usersto use. 
Their iOS (switch control)/Android (switch 
access) scanning mode to control their devices 
without use of mouse. Using external assistive 
switches activated by bite, puffing or even foot. 
user can operate their devices with Link. 

GlassOuse LINK can connect to 3 devices and 
allow users to control them simultaneously via 
assistive switch. Also user can connect to 8 assis-
tive switches and assign different function to 
each as needed. 

User can choose different G-Wear accessories 
with GlassOuse PRO to attach it on their body 
or attach to wheelchair on go. 

Using GlassOuse APP, users can assign different 
functions to the connected assistive switches 
and control sensitivity for each mode. 

GET IT ON 

Google Play  J 
Download on the 

R App Store 

• 
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GlassOuse Link acts as a switch control accesso-
ry for Switch mode that allows usersto use.
Their iOS (switch control)/Android (switch 
access) scanning mode to control their devices 
without use of mouse. Using external assistive 
switches activated by bite, puffing or even foot, 
user can operate their devices with Link.

GlassOuse LINK can connect to 3 devices and 
allow users to control them simultaneously via 
assistive switch. Also user can connect to 8 assis-
tive switches and assign different function to 
each as needed. 

User can choose different G-Wear accessories 
with GlassOuse PRO to attach it on their body 
or attach to wheelchair on go. 

GET IT ON

Using GlassOuse APP, users can assign different 
functions to the connected assistive switches 
and control sensitivity for each mode. 
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GWO1 0-FRAMEWEAR 

The framewear can be worn like glasses, and then 
fixed GlassOuse PRO to the side, so that the cursor 
can be moved precisely by turning the head. 

GW02 0-HEADBAND 

You can wear the headband like a headset and 
secure GlassOuse PRO to the side. There is no sense 
of incongruity even on the outside, and the cursor 
can be moved precisely by turning the head. 

0W03 0-CAP 

You can wear a cap with fixed GlassOuse PRO in hot 
summer, which can not only shade the sun but also 
facilitate the operation of the device. 

0W04 0-BEANIE HAT 

A knit beanie hat can be worn in winter to secure 
GlassOuse PRO, the right size fits the head well and 
the cursor can be moved precisely by turning the 
head. 

0W05 0-STRAP (SMALL] 

You can wear a small strap around your arm to move 
the cursor accurately. 

GW06 0-STRAP (BIG] 

You can wear a big strap around your arm to move 
the cursor accurately.. 

G-WEAR 
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GW02 G-Headband

You can wear the headband like a headset and 
secure GlassOuse PRO to the side. There is no sense 
of incongruity even on the outside, and the cursor 
can be moved precisely by turning the head.

GW01 G-Framewear

The framewear can be worn like glasses, and then 
fixed GlassOuse PRO to the side, so that the cursor 
can be moved precisely by turning the head.

G-Wear

GW03 G-Cap

You can wear a cap with fixed GlassOuse PRO in hot 
summer, which can not only shade the sun but also 
facilitate the operation of the device.

GW04 G-Beanie Hat

A knit beanie hat can be worn in winter to secure 
GlassOuse PRO, the right size fits the head well and 
the cursor can be moved precisely by turning the 
head.

GW05 G-strap (small)

You can wear a small strap around your arm to move 
the cursor accurately.

GW06 G-strap (Big)

You can wear a big strap around your arm to move 
the cursor accurately..

9
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GS01 BITE SWITCH 

GAME CHANGER SWITCH CONTROL OPTION 

" 

Bite Switch offers an augmented experience for 
heavy-user. Users simply bite the press module or 
press by their lips to do the clicks. 

Having been tested 1000000 clicks under 3 tons of 
pressure, Bite Switch is genuinely designed for 
ClassOuse ensuring trouble-free daily use while 
being highly responsive. 

Bite switch silicon tip is soft, durable and safe to 
use. It can be connected to any adaptive device 
using a 3.5 /1.8" mono jack connection. Its long 
flexible wire allows users to adjust the position as 
needed and it's super lightweight. 

Dimensions I L: 213 mm (839") x W:18.2 mm (0.71") x 
T:10.5 mm (0.41") 
Weight: 7.2 gr (0.25 oz) 
Cable Length:150 mm (5.91") 
Activation Force: 300 gr (10.5 oz) 
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GS01 BITE SWITCH

GAME CHANGER SWITCH CONTROL OPTION
Bite Switch offers an augmented experience for 
heavy-user. Users simply bite the press module or 
press by their lips to do the clicks.

Having been tested 1000000 clicks under 3 tons of 
pressure, Bite Switch is genuinely designed for 
GlassOuse ensuring trouble-free daily use while 
being highly responsive.

Bite switch silicon tip is soft, durable and safe to 
use. It can be connected to any adaptive device 
using a 3.5 /1.8’’ mono jack connection. Its long 
flexible wire allows users to adjust the position as 
needed and it's super lightweight.

Dimensions | L: 213 mm (8.39") x W: 18.2 mm (0.71") x 
T: 10.5 mm (0.41")
Weight: 7.2 gr (0.25 oz)
Cable Length: 150 mm (5.91")
Activation Force: 300 gr (10.5 oz)
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GS02 PUFF SWITCH 

Other than regular sip and puff systems. Puff Switch 
uses an electronic system. which allows you m do 
clicking actions via simple puffs. The built-in micro-
phone has a blow trigger converting the frequencies 
derived from puffing action into signals automatical-
ly to do the clicks. The user can set the sensitivity for 
a more comfortable use. 

Puff switch works with immAh 3V CR1632 coin size 
battery. The battery life can go up to tve months and 
it is easy m change. Puff Switch's smart battery 
system mums the device off in one hour if it Is not 
used. The switch also can be turned off manually via 
pressing the small button placed on the module. 

Dimensions I L:216 mm (8.501x W:24.5 mm (0.96")x 
T; 11 mm (0.431 
Weight 11 gr (038 oz) 

NO MORE SIN: FULLY EL Ill; 616 YEW 
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GS02 PUFF SWITCH

NO MORE SIPS: FULLY ELECTRONIC SYSTEM
Other than regular sip and puff systems, Puff Switch 
uses an electronic system, which allows you to do 
clicking actions via simple puffs. The built-in micro-
phone has a blow trigger converting the frequencies 
derived from puffing action into signals automatical-
ly to do the clicks. The user can set the sensitivity for 
a more comfortable use.

Puff Switch works with 125mAh 3V CR1632 coin size 
battery. The battery life can go up to two months and 
it is easy to change.  Puff Switch’s smart battery 
system turns the device off in one hour if it is not 
used. The switch also can be turned off manually via 
pressing the small button placed on the module.

Dimensions | L: 216 mm (8.50") x W: 24.5 mm (0.96") x 
T: 11 mm (0.43")
Weight: 11 gr (0.38 oz)



GS03 FINGER SWITCH 

14f • CQ • til';! 

MINI BUT MIGHTY, A VERSATILE SWITCH 
The built-in button switch can detect the slightest 
pressing actions as well as high pressures. Light and 
durable enough, its long cable allows you to adjust 
the switch position according to your needs. With its 
sticky bottom, Finger Switch can be placed on fabric 
surfaces and can operate as a regular button. 

Alternatively, by simply sticking your Finger Switch to 
touch-fastener straps, you can use the switch in 
different positions and with different parts of your 
body. You can use it with your finger, with your arm, 
with your head and any part of your body by simply 
wrapping the touch-fastener strap and securing the 
Finger switch onto it. 

Dimensions I L:185 mm (0.72") x W:185 mm (0.72") x 
T:11 mm (0.43") 
Weight:13.5 gr (0.47 oz) 
Cable Length:100 cm (3.93") 
Activation Force: 200 gr (7.05 oz) 
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MINI BUT MIGHTY, A VERSATILE SWITCH
The built-in button switch can detect the slightest 
pressing actions as well as high pressures. Light and 
durable enough, its long cable allows you to adjust 
the switch position according to your needs. With its 
sticky bottom, Finger Switch can be placed on fabric 
surfaces and can operate as a regular button.

Alternatively, by simply sticking your Finger Switch to 
touch-fastener straps, you can use the switch in 
different positions and with different parts of your 
body. You can use it with your finger, with your arm, 
with your head and any part of your body by simply 
wrapping the touch-fastener strap and securing the 
Finger switch onto it.

Dimensions | L: 18.5 mm (0.72") x W: 18.5 mm (0.72") x 
T: 11 mm (0.43")
Weight: 13.5 gr (0.47 oz)
Cable Length: 100 cm (3.93")
Activation Force: 200 gr (7.05 oz)

GS03 FINGER SWITCH
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0504 FOOT SWITCH 
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Glasseuse 
G-Switch Series 

A simple yet highly funabnal equivalent to a regu-
lar input device which Is designed m be used with 
your foot. Foot Switch is capable to detect different 
volumes of pressure. 

Made of durable and solid materials. Its long cable 
allows you m adjust the swttch position according 
m your needs. With its non-skid bottom. Foot 
Switch mounts tightly on surfaces m prevent 
moving around while pressing on the swttch. You 
can use simply press on Itto do the clicking actions 
via both semi-hard and hard pressures. The adjust-
ed switch enablesthe users to rest their foot while 
not in use and prevents excessive clicking. 

Dimensions IL:102.5 mm (4.03") X W:37 mm 0.451 x 
T:312 mm Or) 
Weight:30o gr 003 oz) 
Cable Length 192 cm (75S) 
Activation Force 2.5 kg (53 lbs) 

DURABLE AND ON DUTY ALL THE TIME 

t • 
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DURABLE AND ON DUTY ALL THE TIME
A simple yet highly functional equivalent to a regu-
lar input device which is designed to be used with 
your foot, Foot Switch is capable to detect different 
volumes of pressure.

Made of durable and solid materials, its long cable 
allows you to adjust the switch position according 
to your needs. With its non-skid bottom, Foot 
Switch mounts tightly on surfaces to prevent 
moving around while pressing on the switch. You 
can use simply press on it to do the clicking actions 
via both semi-hard and hard pressures. The adjust-
ed switch enables the users to rest  their foot while 
not in use and prevents excessive clicking.

Dimensions | L: 102.5 mm (4.03") x W: 37 mm (1.45")  x 
T: 31.2 mm (1.22")
Weight: 300 gr (10.5 oz)
Cable Length: 192 cm (75.5")
Activation Force: 2.5 kg (5.5 lbs)

GS04 FOOT SWITCH



0505 PRESS SWITCH 100GR 

I--

A LIGHT, TACTILE FEEDBACK SWITCH: 1000R 

GIaSSOUSE 

A durable switch option for users with less physical 
control. GS05 Press Switch provides 8.63 cm / 339" 
activation surface, making the item comfortable 
enough for both user groups needing either a large 
or smaller target area to interact. 

Operated by 100 gr / 3.5 oz activation force, CS0S 
Press Switch has an auditory click and tactile feed-
back. Press Switch comes with a 185 cm /72.8" long 
cable and a 3.5 mm/1.8" mono jack plug-in. Can be 
used with different mounting options or dou-
ble-sided tapes. 

Dimensions I D: 96.9 mm (3.81") x T:30.55 mm 0.201 
Weight: 68±2 gr (239 oz) 
Cable Length:185±5 cm (72.8") 
Activation Surface: 8630 mm (339") 
Activation Force:100 gr (3.5 oz) 
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A LIGHT, TACTILE FEEDBACK SWITCH: 100GR
A durable switch option for users with less physical 
control. GS05 Press Switch provides 8.63 cm / 3.39" 
activation surface, making the item comfortable 
enough for both user groups needing either a large 
or smaller target area to interact.

Operated by 100 gr / 3.5 oz activation force, GS05 
Press Switch has an auditory click and tactile feed-
back. Press Switch comes with a 185 cm / 72.8" long 
cable and a 3.5 mm / 1.8" mono jack plug-in. Can be 
used with different mounting options or dou-
ble-sided tapes.

Dimensions | D: 96.9 mm (3.81") x T: 30.55 mm (1.20")
Weight: 68±2 gr (2.39 oz)
Cable Length: 185±5 cm (72.8")
Activation Surface: 86.30 mm (3.39")
Activation Force: 100 gr (3.5 oz)

GS05 PRESS SWITCH 100GR



0506 PRESS SWITCH 1500R 

A comfortable switch option for users with less 
physical control, 0506 Press Switch has an 8.E5 cm / 
3.39' activation surface and offers enough surface to 
interact for both user groups needing either a large 
or smaller target area Just like its sister 0505, 

0506 Press Switch Is operated by 150 gr/ 5.2 oz 
activation force, and has an auditory click and 
tactile feedback. With a 185 cm / 72.8' long cable 
and a 35 mm / 1.8' mono jack plug-In. It can be 
combined with any kind of adapted devices and 
can be used with different mounting options or 
double-sided tapes. 

Dimension& D:96.9 mm (3.811x T: 30.55 mm 0201 
weight; 613±2 g r (239 oz) 
Cable Length; 185±5 cm (72_81 
Activation Surface 8630 mm (3.391 
Activation Force; 150 gr (52 oz) 

A MUST HAVE OPTMN, PRESS SWITCH 1506R 

Gassoks. 
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A MUST HAVE OPTION, PRESS SWITCH 150GR
A comfortable switch option for users with less 
physical control. GS06 Press Switch has an 8.63 cm / 
3.39" activation surface and offers enough surface to 
interact for both user groups needing either a large 
or smaller target area just like its sister GS05. 

GS06 Press Switch is operated by 150 gr / 5.2 oz 
activation force, and has an auditory click and 
tactile feedback. With a 185 cm / 72.8" long cable 
and a 3.5 mm / 1.8" mono jack plug-in, it can be 
combined with any kind of adapted devices and 
can be used with different mounting options or 
double-sided tapes.

Dimensions: D: 96.9 mm (3.81") x T: 30.55 mm (1.20")
Weight: 68±2 gr (2.39 oz)
Cable Length: 185±5 cm (72.8")
Activation Surface: 86.30 mm (3.39")
Activation Force: 150 gr (5.2 oz)

GS06 PRESS SWITCH 150GR



G507 PILLOW SWITCH 

Fe 
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Covered with soft cushion for users who can operate 
a switch with their head& chins or cheek& 0507 
Pillow Switch comes with an 8.63 cm /337 activa-
tion surface. The cushion cover can be removed and 
washed according m the users needs and gives a 
smooth feeling when pressed on. 

Operated by 150 gr /52 oz activation force. 0507 
PIIlowswitch has an auditory click and tactile feed-
back. 0507 comes with a 165 cm /72.8' long cable 
and a 3.3 mm /1.W mono Jack plug-in, Can be used 
with much fastener straps and its attached safety 
pin m mount on fabric surfaces and wheelchair 
pads. 

Dimension& D:96.9 mm (3.811 x T:31.55 mm (1241 
Weight 73+2 gr (2.57 oz) 
Cable Length:185-15 cm (72.81 
Activation Surface8630 mm (3.391 
Activation Fo rctiso gr (52 oz) 
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PILLOW SWITCH WITH COMFY & SOFT CUSHION
Covered with soft cushion for users who can operate 
a switch with their heads, chins or cheeks, GS07 
Pillow Switch comes with an 8.63 cm / 3.39" activa-
tion surface. The cushion cover can be removed and 
washed according to the user's needs and gives a 
smooth feeling when pressed on.

Operated by 150 gr / 5.2 oz activation force, GS07 
Pillow Switch has an auditory click and tactile feed-
back. GS07 comes with a 185 cm / 72.8" long cable 
and a 3.5 mm / 1.8" mono jack plug-in. Can be used 
with touch fastener straps and its attached safety 
pin to mount on fabric surfaces and wheelchair 
pads.

Dimensions: D: 96.9 mm (3.81") x T: 31.55 mm (1.24")
Weight: 73±2 gr (2.57 oz)
Cable Length: 185±5 cm (72.8")
Activation Surface: 86.30 mm (3.39")
Activation Force: 150 gr (5.2 oz)

16

GS07 PILLOW SWITCH



GS08 TOUCH SWITCH 

I 

'MN 
With an 8.63 cm / 339" activation surface, Touch 
Switch is highly sensitive to detect slight touches on 
activation area without any delay. Simply touch any 
area on the switch module to perform your clicks 
including the edge of the device. 

Touch Switch works with 3x AAA dry or Ni-MH 
batteries and its smart battery system turns the 
device off in one hour if it is not used. Auditory and 
visual feedback can be selected according to the 
user's needs easily or can be turned off if desired. 
With the help of the external secondary switch, you 
can extend the using range of Touch Switch with a 
smaller activation module. 

Dimensions: D: 96.9 mm {3.81") x T:28.55 mm 0.12") 
Weight:125 gr (4.40 oz) 
Cable Length:185±5 cm (72.8") 
Activation Surface: 8630 mm (339") 

EASY ACTIVATION, _ 
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SMOOTH MOVEMENT EASY ACTIVATION, SMOOTH MOVEMENT
With an 8.63 cm / 3.39" activation surface, Touch 
Switch is highly sensitive to detect slight touches on 
activation area without any delay. Simply touch any 
area on the switch module to perform your clicks 
including the edge of the device. 

Touch Switch works with 3x AAA dry or Ni-MH 
batteries and its smart battery system turns the 
device off in one hour if it is not used. Auditory and 
visual feedback can be selected according to the 
user’s needs easily or can be turned off if desired. 
With the help of the external secondary switch, you 
can extend the using range of Touch Switch with a 
smaller activation module.

Dimensions: D: 96.9 mm (3.81") x T: 28.55 mm (1.12")
Weight: 125 gr (4.40 oz)
Cable Length: 185±5 cm (72.8") 
Activation Surface: 86.30 mm (3.39")

17

GS08 TOUCH SWITCH



GS09 PROXIMITY SWITCH 

AN ACCURATE AND SENSITIVE SWITCH 

-r 

Proximity Switch is highly sensitive to detect differ-
ent levels of distances from the activation surface to 
perform your clicks. You can use any part of your 
body to activate the switch via hovering over the 
surface. 

CS09 Proximity Switch comes with a mono 3.5 mm 
/1.8" jack connector plug and it works with 3x AAA 
dry or Ni-MH batteries and its smart battery system 
turns the device off in one hour if it is not used. 
Auditory and visual feedback can be selected 
according to the users needs easily or can be 
turned off if desired. 

Dimensions: D: 96.9 mm (3.81") x T: 28.55 mm (1.12") 
Weight:124 gr (437 oz) 
Cable Length: 185±5cm (72.8") 
Activation Surface: 8630 mm (339") 
Activation Force: Hover from 4-10 cm (1.57"-3.93") 
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AN ACCURATE AND SENSITIVE SWITCH
Proximity Switch is highly sensitive to detect differ-
ent levels of distances from the activation surface to 
perform your clicks. You can use any part of your 
body to activate the switch via hovering over the 
surface. 

GS09 Proximity Switch comes with a mono 3.5 mm 
/ 1.8" jack connector plug and it works with 3x AAA 
dry or Ni-MH batteries and its smart battery system 
turns the device off in one hour if it is not used. 
Auditory and visual feedback can be selected 
according to the user’s needs easily or can be 
turned off if desired.

Dimensions: D: 96.9 mm (3.81") x T: 28.55 mm (1.12")
Weight: 124 gr (4.37 oz)
Cable Length: 185±5cm (72.8")
Activation Surface: 86.30 mm (3.39")
Activation Force: Hover from 4-10 cm (1.57"-3.93") 

GS09 Proximity Switch



AC01 - SILICONE SWITCH COVER ACO2 - 3.5MM MONO EXTENSION AC03 - TRAVEL CASE FOR GLASSOUSE 
CABLE V1.2/V1.3/1.4 

Essential accessory for GSO1N Bite 
Switch. Offers a smooth surface and 
comfortable for oral use. The cover is 
made of PoHS certified non-carcino-
genic material and it is easy to 
change and clean. Just remove from 
the switch module, wash it or clean it 
with a damp cloth. 

AC04 - PILLOW SWITCH COVER 

Additional switch cushion cover for 
G507 PillowSwitch. It can be cleaned 
like regular clothes. 

4 

Mono male ba female 3.5 mm /1.8' jack 
extension cable with 1O0cm / 39.37' 
length for GlassOuse V1.2/1/1.3/V1.4 and 
G-Switch Series switches or any kind of 
adapted device offering this plug in 
connection type. Compatible with any 
other equipment under this category as 
well. Lightweight and durable. 

AC05 - POLARISING CABLE 

Use with our electonics switch (GS02/ 
GS08/GS09) to change positive and 
negative poles 

BECOME A DISTRIBUTOR 

Made from matte leather materials 
and with soft cushion. You can carry 
your GlassOuse V1.2/V1.3/V1.4 with this 
trawl case safely. 

AC06 3.5MM JACK Y SPLITTER 

A 3.5 mm jack splitter, allowing the user 
to connect two assistive switches (3.5 mm 
jack) to a single port on GlassOuse PRO 
and GlassOuse Link. 

Since its debut in 2016, GlassOuse and G-Switch Series met its users in 
more than 50 countries though our official partners in 40 countries. Join 
our family today spread the word and help us to reach more people in 
need. 

Contact us at i nfogg lassouse.com address for further details. 
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AC01 - SILICONE SWITCH COVER

Essential accessory for GS01N Bite 
Switch. Offers a smooth surface and 
comfortable for oral use. The cover is 
made of RoHS certified non-carcino-
genic material and it is easy to 
change and clean. Just remove from 
the switch module, wash it or clean it 
with a damp cloth.

AC02 - 3.5MM MONO EXTENSION 
CABLE

Mono male to female 3.5 mm / 1.8" jack 
extension cable with 100cm / 39.37" 
length for GlassOuse V1.2/V1.3/V1.4 and 
G-Switch Series switches or any kind of 
adapted device offering this plug in 
connection type. Compatible with any 
other equipment under this category as 
well. Lightweight and durable.

AC03 - TRAVEL CASE FOR GLASSOUSE 
V1.2/V1.3/1.4

Made from matte leather materials 
and with soft  cushion. You can carry 
your GlassOuse V1.2/V1.3/V1.4 with this 
travel case safely.

AC04 - Pillow Switch Cover

Additional switch cushion cover for 
GS07 Pillow Switch. It can be cleaned 
like regular clothes.

AC05 - POLARISING CABLE

Use with our electonics switch (GS02/
GS08/GS09) to change positive and 
negative poles

AC06 3.5mm jack Y splitter

A 3.5 mm jack splitter, allowing the user 
to connect two assistive switches (3.5 mm 
jack) to a single port on GlassOuse PRO 
and GlassOuse Link.
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BECOME A DISTRIBUTOR
Since its debut in 2016, GlassOuse and G-Switch Series met its users in 
more than 50 countries though our official partners in 40 countries. Join 
our family today spread the word and help us to reach more people in 
need.

Contact us at info@glassouse.com address for further details.
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